11"

TOP OF WALL DETAIL (VARIES) "

2-COAT STUCCO, TYP. I/r

#4 HORIZREBAR @ 48°UNO.,
MAX. 1' FROM TOP OF WALL

2500 PSI GROUTMIN. — ™\

NOTES PER IRC 2000 SEC. R611.7:

| #4 HORIZ REBAR AS REQUIRED

#3 REBAR STIRRUPS
|~ AS REQUIRED

— #4 HORIZ REBAR AS REQUIRED

1. OPENINGS 2' OR LESS REQUIRE NO REINFORCEMENT.

2. OPENINGS 2 TO 4' REQUIRE A #4 REBAR @ TOP & BOTTOM,
EXTENDING 2' BEYOND THE OPENING.

3. OPENINGS 4' TO A MAXIMUM 16' REQUIRE A LINTEL 2 OR
MORE IN DEPTH COMPRISING A #4 REBAR @ TOP &
BOTTOM, EXTENDING 2' BEYOND THE OPENING WITH
STIRRUPS PLACED EVERY FOOT. ALSO PROVIDE FULL

WALL-HEIGHT #4 BAR VERTICALS WITHIN 1' OF EACH SIDE

MIKEY BUCK
(THICKNESS VARIES)

OF THE OPENING.

[~ ~— #4 HORIZ REBAR AS REQUIRED

|~ #4 VERT REBAR @ 48" U.N.O.

m - W MIKEY BLOCK TYPICAL WINDOW LINTEL SECTION

SCALE:




